
 

CONCRETE   MIX      
PRODUCT NO. 1101-40, -50, -60, -80, -90 

PRODUCT USE 

QUIKRETE Concrete Mix is designed for pouring concrete 2 in (50 mm) 
thick or more and building or repairing anything out of concrete, including: 

• Foundation walls and footings 

• Sidewalks, curbs, steps, ramps and walkways 

• Appliance and equipment platforms 

• Pipe and post footings 

• Floor slabs and patios 

• Pools, fish ponds, stepping stones 

• Splashblocks and bird baths 

• Riprap & slope protection 

• Driveway repairs 
 

SIZES  
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TABLE 2 MIXING WATER FOR QUIKRETE CONCRETE MIX  

Package Size lb (kg) 
Starting Water 
Content pt (L) 

Maximum Expected 
Water Content pt (L) 

40 (18.1) 3 (1.4) 4-1/2 (2.1) 
50 (22.6) 3-1/2 (1.7) 5-1/2 (2.6) 
60 (27.2) 4 (1.9) 7 (3.3) 
80 (36.2) 6 (2.8) 9 (4.3) 
90 (40.8) 7 (3.3) 10 (4.7) 

 
APPLICATION 
Method for Pouring a Slab 
Start by dampening the sub-grade before concrete is placed.  Do not leave 
standing puddles of water.  Shovel or place concrete into the form; fill to the 
full depth of the form.  Fill the repair area completely working continuously 
from one end to the other.  Avoid partial depth fills which could lead to cold 
joints.  After concrete has been compacted and spread to completely fill the 
forms without air pockets, strike off and float immediately.  To strike off, use 
a straight board (screed), moving the edge back and forth with a saw-like 
motion to smooth the surface.  Use a darby or bull float to float the surface; 
this will level any ridges and fills voids left by the straight edge. Cut the 


